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RMQ pilot devices
FAK palm switches
SL signal towers
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The Eaton range of pilot devices combine state-of-the-art design with optimum
functionality. Indicator lights and signal towers with LED technology ensure reliable
indication of machine states.

The RMQ Titan product range offers contact elements which can be connected to the
SmartWire-Darwin communication system.

Pilot devices with 22.5 mm hole diameter- RMQ-Titan
Modern, ergonomically molded design +++ 100,000 hours LED-illumination +++ Customized
laser inscription +++ ATEX-versions possible

Pilot devices with 16 mm hole diameter- RMQ16
Extremely compact +++ Installation in smallest space +++ Customized laser inscription

Emergency stop pushbuttons/ Emergency switching off pushbuttons

Mushroom form +++ Palm form 45 mm, 60 mm +++ With illuminated ring +++ Mechanical
switch position indicator +++ Security standards up to SIL3 (EN 62061) or Performance Level e
(ISO 13849-1)

FAK foot and palm switches
High protection type IP69 +++ Suitable for use in rough environments +++ Extremely robust

SL signal towers
Optical and acoustic machine state display +++ Flexibly combinable +++
Simple mounting

www.eaton.com
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RMQ-Titan

System overview
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Selector switch actuators
M22-W(R)K... HPL02020EN
Bezel: Silver Bezel: black
Function: Button Inscription Function Part no. Price Std. pack  Part no. Price Std. pack
=Momentary plate Article no. See Article no. See
I/ =Maintained price price
list list
Selector switch actuators, IP66
Atex@) Engineering; Bezel gold-plated —=> Page 2/48
Maintained/momentary, can be changed with coding adapter kit—> Page 2/23
Two positions
With rotary knob
|) 40° a - - M22-W 5 off M22S-W 5 off
216853 E X1 216854 =] 2 |
| 60 Y - - M22-WR M22S-WR
216855 216856
|/ 60° Q - - M22-WR-X92 M22S-WR-X92
216857 216858
| 60° AUTO HAND - M22-WR-X91 M22S-WR-X91
216859 216860
|/ 60° * = with customized - M22-WR-* M22S-WR-*
inscription through 226836 226837
Labeleditor => Engineering
With thumb-grip
< |) 40° - - - M22-WK 5 off M22S-WK 5 off
\ 216865 E XD 216866 =] 2
Wy | 60° - - - M22-WRK 10 off M22S-WRK 10 off
216867 = 216869 =
| 60° - - - M22-WRK-GVP 50 off off
216868 =] 2 |
With thumb-grip, V position
N 60° - - - M22-WKV 5 off M22S-WKV 5 off
216874 E L1 216875 =] 2 |
3 positions (with plunger bridge => engineering)
With rotary knob
40° | 40° ) - - M22-W3 5 off M22S-W3 5 off
216861 = 216862 =
60° 60° - - M22-WR3 M22S-WR3
\"/ g 216863 216864
60° \"/ 60° e AUTO 0 MAN. - M22-WR3-X94 M22S-WR3-X94
226838 226839
60° \“/ 60° @ * = with customized - M22-WR3-* M22S-WR3-*
inscription through 226840 226841
Labeleditor => Engineering
With thumb-grip
- w0y a0 - - - M22-WK3 5 off M22S-WK3 5 off
216870 ESF 216871 =] 2 |
60° \"/ 60° - - - M22-WRK3 M22S-WRK3
216872 216873
- - - M22-WRK3-*1) M22S-WRK3-*1)
217436 217437
4 positions
Not suitable for coding adapters
Use fixing adapter M22-A4 —> Page 2/31,labels => Page 2/25
With rotary knob
45° 0 - W0 M22-WR4 5 off M22S-WR4 5 off
oK zemg EE 279430 =] |
With thumb-grip
45° 0 - W0 M22-WRK4 5 off M22S-WRK4 5 off
Ko 279431 = 279432 =

Notes

' The * wildcard can represent

values 1or 2:
*=1:for 60° 40°
*=2: for 40° 60°

2010 CA08103002Z-EN
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Information relevant for export to North America

=

Product Standards
UL File No.

ULCCN

CSA File No.

CSA Class No.

NA Certification
Degree of Protection

IEC/EN 60947-5; UL 508; CSA-C22.2 No. 14-05; CSA-C22.2 No. 94-91; CE marking

E29184

NKCR

012528

3211-03

UL Listed, CSA certified
UL/CSA Type 3R, 4X, 12,13
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Key-operated buttons

HPL02021EN M22-W(R)S...
Bezel: Silver Bezel: black
Function: Key withdrawable in Part no. Price Std. pack  Partno. Price Std. pack
position Article no. See Article no. See
I) =Momentary price list price list
l/ =Maintained

Key-operated buttons for individual lock mechanisms, 1P66.

AexE) sy Engineering

Bezel gold-plated —=> Page 2/48

Not suitable for master key systems

With 1 key

Convertible maintained/momentary function and key withdraw
—> Page 2/23

Two positions

Lock mechanism l) 40° - 0 - M22-WS 1 off M22S-WS 1 off
MS1 216881 E=40 216882 =
| 60° - 0 | M22-WRS 5 off M22S-WRS 5 off
216887 = 216889 =
| 60° - 0 | M22-WRS-GVP 25 off
216888 =
| 60° - 0 - M22-WRS-A1 5 off M22S-WRS-A1 5 off
229092 = 229093 =
Lock mechanism I) 40° - 0 - M22-WS-MS*1) 1 off M22S-WS-MS*1) 1 off
MS2 - MS20 216883 = 216884 =
(Lock mecha- | & - 0 I M22-WRS-MS*") 1off M22S-WRS-MS*1! 1off
pism nun(ljber in 216890 E=1 216891 =
maton) ] -0 = M2-WRS-MS*-A1" 5 off M22S-WRS-MS*-A1" 5 off
217440 = 217441 B=
3 positions

(with plunger bridge => Engineering)

Lockmechanism  40° <") 40° - 0 - M22-WS3 1 off M22S-WS3 1 off
MS1 216894 = 216895 B=
60° |, 60° | 0 1l M22-WRS3 5 off M22S-WRS3 5 off
216900 = 216901 B=
60° |, 60° | 0 1l M22-WRS3-GVP 25 off
216902 =
4 Select- — - M22-WRS3-A*14) 5 off M22S-WRS3-A*114) 5 off
able? 229094 = 229095 =
Lock mechanism  Selectable Select- - - M22-WRS3-MS*-A*112) 5 off M22S-WRS3-MS*-A*112) 5 off
MS1-MS20 able? 217442 = 217443 =
(Lockmecha- e P - 0 - M22-WS3-MS*1 1off M22S-WS3-MS*! 1off
3:3"1 nu":jbe! in 216896 = 216897 =
n:ﬂm’,e 9T e N 0 T M22-WRS3-MS*) 1off M22S-WRS3-MS*1 1off
216903 = 216904 =
2 or 3 positions
Lock mechanism  Selectable Select-  — - M22-WRS*-MS*-*1)3) 1 off
MS1-MS20 able 262521 =
(Lock mecha-
nism number in
the type desig-
nation)
Information relevant for export to North America Product Standards IEC/EN 60947-5; UL 508; CSA-C22.2 No. 14-05; CSA-C22.2 No. 94-91; CE marking
UL File No. E29184
= ULCCN NKCR
CSA File No. 012528
CSA Class No. 3211-03
NA Certification UL Listed, CSA certified

Degree of Protection UL/CSA Type 3R, 4X, 12, 13
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Key-operated buttons

M22-W(R)S... HPL02022EN
Bezel: Silver Bezel: black
Function: Key withdrawable in Part no. Std. pack  Part no. Price Std. pack
position Article no. Article no. See
l) =Momentary price list
I/ =Maintained
Individual keys
Replacement key for keyswitch AUTO - OFF/RESET - MANUAL
"4
@/
For lock M22-ES-MS1 5 off
mechanism MS1 216416 =
For lock M22-ES-MS* 1 off
mechanism 216417 =
MS2 - MS20
Notes Information relevant for export to North America

" Delivery: 4 weeks from receipt of order by the factory
2) Example: M22(S)-WRS3-MS*-A*

MS*: * =MS1- MS20 (number of individual lock mechanisms)

A*.  *=1, function , withdrawable in switch position 0
* =2, function , withdrawable in switch position |, 0
* =3, function , withdrawable in switch position 0, 11
* =4, function , withdrawable in switch position I, 0
* =5, function , withdrawable in switch position 0
* =6, function <, withdrawable in switch position 0, 11
* =7, function , withdrawable in switch position 0
* =10, function , withdrawable in switch position |, Il

3) Example: M22(S)-WRS*-MS*-*

WRS*: *= 2or3positions (function and key withdrawability
as M22-WRS or M22-WRS3)

MS*:  *= MS1- MS20 (number of individual lock
mechanism)

-* *= Customized inscription using Labeleditor;
For * enter the automatically generated file name
(=> Engineering) or “blank” if no inscription
required

4 Version A10 can not be selected.

2010 CA08103002Z-EN www.eaton.com

=
UL/CSA certification not required



2/30

RMQ-Titan pilot devices

INuminated selector switch actuator

M22-W(R)LK... HPLO2030EN
Bezel: Silver Bezel: black
Function: Color Part no. Price Std. pack  Part no. Price Std. pack
= Momentary Article no. S_ee price Article no. See price
L list list
|/ = Maintained
Illuminated selector switch actuators, thumb-grip, IP66
~ex@& s Engineering
Bezel gold-plated => Page 2/48
Maintained/momentary function, can be changed with coding
adapter M22-XC-Y => Engineering
Momentary |) 40° O White M22-WLK-W 5 off M22S-WLK-W 5 off
216812 EF1 216813 =] [2 |
|) 40° . Red M22-WLK-R M22S-WLK-R
216814 216815
I) 40° . Green M22-WLK-G M22S-WLK-G
216816 216817
I) 40° Yellow M22-WLK-Y M22S-WLK-Y
216818 216819
I) 40° . Blue M22-WLK-B M22S-WLK-B
216820 216821
Maintained I/ 60° White M22-WRLK-W M22S-WRLK-W
O 216823 216824
| 60 ® Red M22-WRLK-R M22S-WRLK-R
216825 216826
| 60 ® Green M22-WRLK-G M22S-WRLK-G
216827 216828
I/ 60° Yellow M22-WRLK-Y M22S-WRLK-Y
216829 216830
| 60 o Blue M22-WRLK-B M22S-WRLK-B
216831 216832
3 positions
Momentary 40° <“) 40° O White M22-WLK3-W 5 off M22S-WLK3-W 5 off
216833 = 216834 =
40° 40° Red M22-WLK3-R M22S-WLK3-R
QI) . 216835 216836
40° 40° Green M22-WLK3-G M22S-WLK3-G
<") . 216837 216838
40° <") 40° Yellow M22-WLK3-Y M22S-WLK3-Y
216839 216840
40° 40° Blue M22-WLK3-B M22S-WLK3-B
QI) . 216841 216842
Maintained 60° \“/ 60° White M22-WRLK3-W M22S-WRLK3-W
O 216843 216844
60° 60° Red M22-WRLK3-R M22S-WRLK3-R
\"/ . 216845 216846
60° 60° Green M22-WRLK3-G M22S-WRLK3-G
\"/ . 216847 216848
60° \“/ 60° Yellow M22-WRLK3-Y M22S-WRLK3-Y
216849 216850
60° 60° Blue M22-WRLK3-B M22S-WRLK3-B
\"/ . 216851 216852
Selectable Selectable M22-WRLK3-*/* M22S-WRLK3-*/*
—> Notes 217438 217439
V position
v/ 60° O White M22-WLKV-W 5 off M22S-WLKV-W 5 off
284393 = 284398 =
v/ 60° . Red M22-WLKV-R M22S-WLKV-R
284394 284399
v 60° . Green M22-WLKV-G M22S-WLKV-G
284395 284540
v 60° Yellow M22-WLKV-Y M22S-WLKV-Y
284396 284543
v/ 60° ‘ Blue M22-WLKV-B M22S-WLKV-B
284397 284544

Notes

2010 CA08103002Z-EN

Example: M22-WRLK3-*/*

*[*: %= 1 for \“) or 2 for {Il/

*/*:*= Color

www.eaton.com

Information relevant for export to North America

=

Product Standards
UL File No.

ULCCN

CSA File No.

CSA Class No.

NA Certification
Degree of Protection

IEC/EN 60947-5; UL 508; CSA-C22.2 No. 14-05; CSA-C22.2 No. 94-91; CE marking

E29184

NKCR

012528

3211-03

UL Listed, CSA certified

UL/CSA Type 3R, 4X, 12,13
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Fixing adapters, contact element

HPLO20TEN M22-A-..., M22-K..., M22-CK..., M22-AK...
Configuration Part no. Price Std. pack  Information relevant for export to North America
Article no. See price
list
=
Fixing adapters
Fixing adapter (front fixing) for 3contact LED elements
For M22-(C)K... contact elements and M22-(C)LED... LED elements.
Sequence numbers on fixing adapter
M22-A 50 off UL/CSA certification not required
216374 =
M22-A-GVP 500 off
216375 =
Fixing adapter (front fixing) for 4 contact elements,
can be used with M22-WR4, -D4, -WJ...,-WRJ...
For M22-(C)K contact elements
M22-A4 10 off Product Standards|EC/EN 60947-5; UL 508; CSA-
279437 = €22.2 No. 14-05; CSA-C22.2
No. 94-91; CE marking
UL File No. E29184
ULCCN NKCR

CSA File No. 012528
CSA Class No. 3211-03
NA Certification UL Listed, CSA certified

Terminal Contact configuration: Circuit Contact travel Configuration Part no. Price Std. pack
type © = Safety function by symbol diagram, hub in Article no. See price
positive opening accord- connection with list
ing to IEC/EN 60947-5-1 front element
Contact elements
Front fixing Screw 1N/0 |2 - | M22-K10 20 off
terminals \ T V| Vs | % 216376 =
1N/0 “ M22-K10-GVP 500 off
216377 =
1N/0 17 M22-K10P 20 off
\ OE]HS 110835 =
1NCO® D M22-K01 20 off
7 E__ 1 [u]%]» 216378 =
1NCO ? M22-K01-GVP 500 off
216379 =
1NCO® H M22-K01D 20 off
7 ms 262165 =
.6
Base fixing Screw 1N/0 E M22-KC10 20 off
terminals \ 0:2.-85_5 216380 =
1N/0 N M22-KC10-GVP 200 off
216381 =
1NCO® § M22-KCo1 20 off
7 HB 2|31 216382 =
1NCO ? M22-KC01-GVP 200 off
216383 =
Front mounting Spring-cage 1 N/0 |2 M22-CK10 20 off
terminals \ 0:2_-“5 Vi) Vs % 216384 =
1NCO® J M22-CKo1
| | ol | %
Z 012 55 47T 216385
1INCO® 5 M22-CK01D
.6 . :
Spring-cage 1 N/0 E M22-CKC10 20 off
terminals \ 0:2.-85_5 216386 E=
1NCO® p M22-CKCO01 20 off
7 1 [2]3] 216387 =
.2

Information relevant for export to North America

=
Product Standards  IEC/EN 60947-5; UL 508; CSA-C22.2 No. 14-05; CSA-C22.2 No. 94-91; CE marking
UL File No. E29184

UL CCN NKCR
CSA File No. 012528
CSA Class No. 3211-03

NA Certification UL Listed, CSA certified
Degree of ProtectionUL/CSA Type: -

2010 CA08103002Z-EN www.eaton.com
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LED elements

HPL02033EN M22-LED..., M22-XLED...

Rated
operational
voltage

Rated Power Color Part no. Price
operational ~ consumption Article no. See price
current list

Std. pack  Information relevant for export to

North America

=] 2

o

Ue le
\ mA w

LED elements with screw terminals
—> Engineering

Front 12-30 VAC/DC |8-15
mounting

0.26 at24V M22-LED-W

216557
M22-LED-R
216558

20 off
= 3]

Product Standards IEC/EN 60947-5;

UL 508;
CSA-C22.2No. 14-05;
CSA-C22.2No.94-91;

CE marking

M22-LED-G
216559

M22-LED-B
218057

UL File No.
ULCCN

CSA File No.
CSA Class No.
NA Certification

E29184
NKCR
012528
3211-03
UL Listed,

M22-LED230-W 20 off
216563 = Degree of Protection
M22-LED230-R -
216564
M22-LED230-G
216565
M22-LED230-B
218059

M22-LED230H-*1
106521
M22-LEDC-W
216560
M22-LEDC-R
216561
M22-LEDC-G
216562
M22-LEDC-B
218058

M22-LEDC230-W
216566
M22-LEDC230-R
216567
M22-LEDC230-G
216568
M22-LEDC230-B
218060

M22-LEDC230H-*1
106522

85- 264 VAC, 5-15
50/60 Hz

0.33at230V CSA certified

UL/CSA Type:

0000 e e el

20 off
=]t
20 off

=] 3|

207 - 264 V AC,
50/60 Hz

12-30 VAC/DC  (8-15

0.33at230V

Base fixing 0.26 at24 V

20 off

85-264VAC, [5-15
=3

50/60 Hz

0.33at230V

00 e e e el

207 - 264 V AC,
50/60 Hz

0.33at230 V 20 off

=] 3|

12-15

) Enter color at: *
W = white, R =red, G = green, B = blue

Notes

For pushbutton actuators, indicator lights, illuminated pushbutton actuators and illuminated selector switch actuators, the following applies:

M22...-R only in combination with M22-LED...-R

M22...-G only in combination with M22-LED...-G

M22...-W only in combination with M22-LED...-W

M22...-Y only in combination with M22-LED...-W

M22...-B in combination with M22-LED...-W or M22-LED...-B

2010 CA08103002Z-EN www.eaton.com
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LED elements
M22-CLED HPL0O2034EN
Rated Rated Power Color Part no. Price Std. pack  Information relevant for export to
operational operational ~ consumption Article no. See price North America
voltage current list =
Ue le P
v mA W
LED elements with Cage Clamp
—> Engineering
Cage Clamp is a registered trademark of
Wago Kontakttechnik GmbH/Minden, Germany
Front 12-30VAC/DC | 8-15 0.26 at24 V O M22-CLED-W 20 off Product Standards IEC/EN 60947-5;
mounting 216569 = UL 508,
M22-CLED-R CSA-C22.2No. 14-05;
® CSA-C22.2No.94-91;
CE marking
@ Ve UL File No. E29184
ZIEST! ULCCN NKCR
. M22-CLED-B CSA File No. 012528
218061 CSA Cla_s_s Nt_). 321 1'-03
85-264VAC, [5-15 0BTV () MRCLEDRW 20 off NA Certification oA e
50/60 Hz 216575 = Degree of Protection  UL/CSA Type: -
. M22-CLED230-R
216576
. M22-CLED230-G
216577
‘ M22-CLED230-B
218063
Base fixing | 12-30 VAC/DC |8-15 0.26 at24 V O M22-CLEDC-W 20 off
216572 =
. M22-CLEDC-R
216573
. M22-CLEDC-G
216574
‘ M22-CLEDC-B
218062
85-264 VAC, 5-15 0.33at230V O M22-CLEDC230-W 20 off
50/60 Hz 216578 =
. M22-CLEDC230-R
216579
. M22-CLEDC230-G
216580
. M22-CLEDC230-B
218064
LED series elements with screw terminals
Front and base fixing =—> Engineering
LED resistor element 42-60 V AC/DC M22-XLED60 10 off Product Standards IEC/EN 60947-5;
For connecting 12-30 V LED elements 231078 = UL 508,
220V AC/DC M22-XLED220" CSA-C22.2No. 14-05;
271541 CSA-CZZ_.Z No. 94-91;
LED test element 12-240VAC/DC  M22-XLED-T UL EieNo EZEQTB"‘{ king
For de-coupled function test (lamp test) 231079 UL CCN ' NKCR
85-264 VAC M22-XLED230-T CSA File No. 012528
231080 CSA Class No. 3211-03
NA Certification UL Listed,
CSA certified
Degree of Protection  UL/CSA Type: -

Notes

For pushbutton actuators, indicator lights, illuminated pushbutton actuators and illuminated selector switch actu-
ators, the following applies:

M22...-R only in combination with M22-LED...-R
M22...-G only in combination with M22-LED...-G
M22...-W only in combination with M22-LED...-W
M22...-Y only in combination with M22-LED...-W
M22...-B in combination with M22-LED...-W or M22-LED...-B

2010 CA08103002Z-EN

1) Maximum ambient temperature: -25 °C to +55 °C
The LED brightness is reduced.
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Technical data

RMQ-Titan pilot devices
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Contact elements Double- LED- Illuminated Double Selector
contact elements pushbutton actu- actuators switch
elements ators, Pushbut- actuators,

ton , Mushroom- Illuminated
headed pushbut- selector
tons momentary switch
actuators
General
Standards IEC/EN 60947
VDE 0660
Lifespan, mechanical Switch x 108 5 - - 5 0.2 0.1
operations
Operating frequency Switch = 3600 = 3600 - = 3600 = 3600 <2000
opera-
tions/h
Actuating force N 5 10 - 5 5 =
Operating torque (screw terminals) Nm 0.8 - 0.8 - - 03
Protection type (IEC/EN 60529) 1P20 1P20 P20 1P67, IP69K P66 1P66
Climatic proofing Damp heat, constant as per IEC 60068-2-78
Damp heat, cyclic, to IEC 60068-2-30
Ambient temperature
Open °C -25-+70 -25-+70 -25-+70  -25-+70 -25-+70 -25-+70
Mounting position Any Any Any Any Any Any
Mechanical shock resistance to g 30 30 30 30 30 30
|EC 60068-2-27
Shock duration 11 ms, half-sinusoidal
Terminal capacity
Solid mm? 0.75-25 05-15 075-25 - - -
Stranded mm? 05-25 05-15 05-25 - - -
Flexible with ferrule mm? 05-1.0 - - - -
Contacts
Rated impulse withstand voltage Uimp VAC 6000 4000 6000 = = =
Rated insulation voltage Ui v 500 250 500 = = =
Overvoltage category/degree of pollution |I%] 13 13 - - -
Control circuit reliability
At 24V DC/5 mA He Fault <107 (i.e. 1 failure - - - - -
probability  to 107operations)
At5V DC/1 mA He Fault <5x 10 (i.e. 1 failure - - - - -
probability  to 5 x 108operations)
Max. short-circuit protective device
Fuseless Part no. PKZMO0-10/FAZ-B6/1 PKZMO-10/ - - - -
FAZ-B6/1
Fuse gG/gL A 10 10 - - - -
Switching capacity
Rated operation current
AC-15
15V le A 6 6 - - - -
230V le A 6 6 - - - -
400V le A 4 = = = = =
500V le A 2 - - - - -
DC-13
24V le A 3 3 - - - -
8V I A 17 = = = = =
60V le A 1.2 - - - - -
1mov le A 0.8 0.6 - - - -
220V le A 0.3 03 - - - -
Lifespan, electrical
AC-15
230V/0.5 A Switch x 108 1.6 - - - - -
operations
230 V/1.0A Switch x 108 1 - - - - -
operations
230V/3.0A Switch x 108 0.7 - - - - -
operations
DC-13
12V/2.8A Switch x 108 1.2 - - - - -
operations

2010 CA08103002Z-EN
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Key-operated Indicator light, Illuminated push-  Emergency stop
buttons Compact acoustic  button actuators, pushbuttons,
device, Compact Pushbutton actua-  emergency
indicator light, tors, Mushroom- switching-off
Potentiometer headed pushbut- pushbuttons
tons maintained actuators
General
Standards IEC/EN 60947 IEC/EN 60947 IEC/EN 60947 |IEC/EN 60947
VDE 0660 VDE 0660 VDE 0660 VDE 0660
Lifespan, mechanical Operations x 108 0.1 - 1 0.1
Operating frequency Operations/h =100 - <1800 =600
Actuating force N - - 5 50
Operating torque Nm 0.5 - - -
Protection type (IEC/EN 60529) 1P66 Indicator light com- P67, IP69K 1P67, IP69K
pact: IP67, IP69K
Acoustic device,
compact: IP40
Potentiometer:
P66
Climatic proofing Damp heat, constant, to IEC 60068-2-78
Damp heat, cyclic, to IEC 60068-2-30
Ambient temperature
Open °C -25-+70 -25-+70 -25-+70 -25-+70
Mounting position Any Any Any Any
Mechanical shock resistance to IEC 60068-2-27 g 30 30 30 50
Shock duration 11 ms, half-sinusoidal
Terminal capacity
Solid mm? - 05-15 - -
Stranded mm? - 05-15 - -
Contacts
Rated impulse withstand voltage Uimp VAC - 4000 - -
Rated insulation voltage Ui \ - 250 - -
Overvoltage category/pollution degree - 11/3 - -

2010 CA08103002Z-EN www.eaton.com
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RMQ-Titan
M22
Dimensions
Actuating and indicator elements
M22 X 15
\ H I'}
2 S
Y y <27
L«L
o] 19
RMQ-Titan pushbutton actuators
M22...-D-... M22...-DH... M22-DG(L)... M22...-DD... M22-D pushbuttons in base fixing
ﬂ%’%&@ ‘ |
- =1 2
Q ) a2
L A
ol 164 | | 165 s }24()3»« el
453
RMQ-Titan selector switch actuators RMQ-Titan key-operated button
Individual lock mechanism
M22-W... M22..-W(R)S...
/
s
Y
237 - 255
- 41.75 . 525
RMQ-Titan indicator light RMQ-Titan illuminated pushbutton actuaters ~ RMQ-Titan mushroom-headed
pushbutton
M22-LH-... M22-L... M22...-DL-... M22...-DLH... M22...-DP-...
’ 7 7 ?
1 H [ il i = [ Q2 il
il [l il 2 i
i | e S I
Z = Y z
o . .
1153 10 164 | 236 ’
Indicator light, compact Potentiometer
acoustic device, compact
M22-LC-... M22-LCH-... M22...-R..K
M22-AM...
y Y
H [ E T ?
= " :
y A — H gl
=
-4 - ]
115 18 o« 9 e 29
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